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· To start a trace, go to Start(Run(cmd   (or Start(Run(command), then press OK to open a command prompt window,

 and type:

tracert

- this will display the command options fro ‘tracert’
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Usage: tracert [-d] [-h maximm_hops] [-3 host-Tist] [-w timeout] target_name

prions:
d Do not resolve addresses to hostnames.
h maximm_hops  Maximm number of hops to search for target.
-3 host-Tist Loose source route along host-Tist.

 timeout Wait timeout mi1liseconds for each reply.



s
[image: image4.png]In the following example of the tracert command and s output, the packet travels through two routers (as seen in the
last lustration) 0 get o host 10.1.15. I his example, the defaut gateway from Ste 8 s 10.121 and the IP address
ofthe router on the WAN via the T1 and ISDN inks (respectively) are 192.163.11.1 and 192168.10.1

Lets fst see what # should ook fke using the T1.

Cbtracert 10116
Tracing foute fo 10.1.1.6 over a maximum of 30 hops

1 2ms 3ms 2ms 10121
2 25ms E3ms G8ms 192163111
3 25ms 7ems Sims 10116

Trace complete




You should be able to see any network pathways (‘hops) that are taking a long time to complete. 

You may need to specify the maximum number of hops that you want to allow the trace to examine.
‘trace route’
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